\ AR 8500
L I N K Auto Refractometer

INSTRUMENTS ARK 8500

Auto Ref. with Keratometer

Special Features

Improved Hartmann Technology
Target with Depth Perception

Better Retina image for better
Measurement Accuracy

Auto Eye Tracking

Advanced Optics
One Touch safety lock
RS 232C / USB / VGA Interface
9" wide color LED touch screen

High Speed Processor
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INSTRUMENTS Auto Refractometer Auto Ref. with Keratometer
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Motorized Chin Rest 310 10 Measurements data Record

Measures peripheral
keratometry precision
of eyes with contact
lenses fitting

(ARK 8500 Only)
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Specifications
-20~+20D (VD=12, 0.01, 0.06, 0.12, 0.25 units)
-10~+10D (0.06, 0.12, 0.25 units)
0~180° (1°step)
Astigmatism Symbol -+, £
45~88mm, 1mm step
Omm, 12mm, 13.75mm

Min. Pupil Size 2mm
Pupil diameter 2.00 - 8.00mm
Radius of curvature 5.0~10mm(increment:0.01mm)
Corneal Power 33.00-67.00D (when corner equivalent refractive index is 1.3379)
Corneal astigmatism 0~15D(0.06D/ 0.12D/ 0.25D unit)
1~180°(1°step)
Memory of data 10 measurements each

9"TFT Touch Screen ( Adjustable viewing angle)
57mm Thermal printer

Power supply AG 100 - 250V, 50/60Hz
22kg
26.5 kg
Packing Size 680 mm (L) X 400mm (W) X 640mm (H)
* Specifications are subject to change without prior notice
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